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Thank you for purchasing thBVR

This guide is designed to be a quick reference for installing the system.

Pleaseread this guide carefully before installing and operating the unit.

For more detailed information, please refer to the user manual.

If technical assistance is needed, please contact Speco Technologies Technical Support.

Phone: 18006455516 option 3
Email: techsupport@specotech.com
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Speco Technologies assumes no liability or responsibility for any fires or electrical shock caused by improper

handling or installation.
Speco Technologies is not liable for any problemssed by unauthorized modifications or attempted repair.

Note: Allof the installation and operations here should conform to your local electric safety rules.

1. Contents

1.1 CheckUnit and Accessories

After unpacking the unit, please check for any visitaimage. Then check to make sure that all accessorigacteled.
Checki KI' i GKS Y2RSt ydzYoSNJFyR aSNAFE ydzYoSNI dKF{iQa f Aa
the package label.

1.2 Comnections

To quickly get started, connect tliellowing to your recordeim the following order, please refer to Figur2 {H12HRN
shown for reference)

Connectanalogcameras to thevideo inputports (BNC)f the recorder.

Connect a monitor to the recorder via VGA or HDMI cable (not included).

Conneet the included optical mouse into any USB port of the recorder.

Connect the power adapter to the recorder and plug power cord into a 120VAC 50/60Hz outlet.
Connect recorder to network (optional)
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Figure 1-2 (12 channel unit shown)

RS485 Interface: ATX+; B is X

2. Set Password and Security Questions

2.1 Enter a password

Note: You will be prompted toet a Passwordand security questionsipon initial boot up. See Fig 21
The default login Ind administrator username:isadmin

The password strengtimdicator can be used as a reference.-éRéer the password to confirfRemember this
password.

2.2 Enter answers for two security questions.

You can select which security questions to provide answerdtftg.important that you remember the answers for
these questions or you will not be able to reset your password and be locked out.

Note: These questionsiust be answeredn exact formwhen resetting the passwor@nd is casesensitive
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Figure 2-1



3. Update Firmwarg(if necessary)

Speco will continuously make improvements, please check the website to ensure you are running the latest firmware
version.

3.1 Check firmware versiomn recorder

You can click StdmtSetting§tSystenignformationh I & A O 32 (2 & !I6y2RIzIO fIAKA A 2V QKNS
then be able to see the firmware version number and build date. Nt grww.specotech.comthen click on Support,

then Recorder Software updatesid follow the prompts until you fohthe model of your recorder. Thexmpare the
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Figure 3-2
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Recorder Software Updates

Download the latest software and firmware updates

Figure 3-3
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If the web has a more recent firmware version than ymgordersbuild date, then please update your device to the
latest firmware.

3.2 Updating Firmware

1. Copy the upgrade software into the USB storage device.

2. Insert the USB storage device into the USB interface dbiie

3./ ftA01 {GFNIM SGdAayaam{feadSYmalAyaSylryOSm LJANI RS i
G5SPA0S bl YSeg 2LWA2Yy YR 32 (G2 (GKS LI GK gKSNB GKS
G§KSy Of A0l a! LJANI RS ¢ atly réstarBduring upgrasliMg. Pldase wait faia2viile dndl @ not
power off theDVRduring upgrading.

After firmware is updated, the unit will restart. You can now remove the USB disk from the unit.

4. EZ Setup

After the system boots up, the EZ Setwjzard is displayedSeerigure4. If not, right clickand select EZ Setup.

EZ Setup

OK
X

Enable EZ setup next time.

Figure4

Tip: Check theéEnable EZeBup next time box to display the EZ Setup wizankry time the device is rebooted.

4.1 General Settingg Date & Time

When booting ugor the first time, the device will prompt you for time settings ar tp Setting$§SysteniDate and
Timefor Figure 41

System Time: Set the tinend date formabf the system

DSTToggle Daylight Saving Time On or Off



Time format: Choose between 2¥ur mode or 1zhour mode.
NTP: Specify an NTP server to synchronize the (typtgonal)
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EZ Setup

Time GMT-05 New York, Toro Nashington “
System Time 018 22 @
Date Fo Month/Day/Year

Time Format 24-Hour

DST OFF

Synchronous \YETIVE]

NTP Server

Previous t Cancel

Figure4-1

4.2 EZ Network Setup

1 Next, £t the network of theDVR Go to Starf Settingsd Networkf TCP/IPInput IP address, subnet mask,
gateway, etc. If using DHCP, please enable DHCP in bditvViRend the router.

1 Goto Starf Settingsg Networkf Port. Input HTTP port (thdefault valueis 80), server port (the default
port is 6036).

EZ Setup

EZ Network >

Ethernet Port 1 ( Online )

Obtain an IP address automatically (use DHCP)
Address 168 .
Subnet Mask

Gateway

Preferred DNS

Alternate DNS

HTTP Port 8 RTSP Port

HTTPS Port AL Server Port

Previous Cancel

Figure4-2



4.3 UPnPConfiguration

By UPnP you can access BéRthrough IE client which is in WAN via router without port mapping.
1 Hit next orClick Stait Settingg Networki UPnPto go to the interface as shown below.
1 Make sure the router supports UPnP function and the UPnP is enabled in the router.
f SettheDVR2a Lt F RRNB&aaz adzonySd Yral FyR 3IFHdSsglre yR a
T / KSO1l da9yloftS¢ Ay (GKS AYyGSNFI OS & aKz2e¢y o0St2g6 |y
L
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I.
I tA01 GwSTNBAKE odzitizy G2 NBFNBaAK GKS 'tyt adl ddzao
times, the port numbemaybe wrong. Please chang€S Y I LILJAy 3 (& L)S G2 na)lmyo’difgzl-tﬁeé Yy

L2 NI dzydAf GKS !'tyt adlddza GdzNya G2 a+xlfAR !tytéd wSs
the DVR Input the external IP address plus port in the address bar to ache®VRsuch as http://183.17.254.19:81.

4.4 DDNS Settings

The DDNS is used to control the dynamic IP address through domain name. Speco Technologies provides free DDNS
service with USased servers. You can access toDwReasily if the DDNS is enabled and configured. Clickf Start

Settingg Networki DDNS to go to the interface as shown below. The default DDNS type will be "specoddns.net". Th
default domain name will be shownrlf invalid or taken, please select another domain name. Click on test to check if ok.
If so, you may now go to [your domain name].specoddns.net with Internet Explorer and access your recorder remotely.



4.5 EZ Camera Setup

Add Cameral f A OqNBawWwkS G2 NBFNBaK GKS fArad 2F 2yt Ay PVRaid Ol Y!
thenclickBE@ G2 I RR GKS aStNDKSR OF YSNY @ / t A0 o Belete thé ddded G 2
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EZ Setup
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Figure4-2

ClicklEll to editanIP camera as shown on the below left. Input the new IP address, subnet mask, gateway, username
FYR GKS LI &aag2NR 2F GKS OFYSNI & | 2dz Ol ycafetagadifferén{ & y O i
network segments for being in the same neik segment withthdVRP / £ A O]l ahYé (2 al @S (K



Edit Camera

ClickEllto edit the added camera as shown on the above right. Input the new camera name, IP address, port, usernam
FYR GKS LI &dag2NR 2F (GKS OF YSNI & 2B ddl O% yA OIIdeiD 1 A v B BNN 1€ (]
alr @S KS aSdidAay3adao ,2dz Oy OKIFy3aS G4KS Lt OFYSNY yIYS

4.6 Disk Settings

Disk SettingsYou can view the disk number, disk capacity ofiwRand serial numbefRead/Writestatus of the disk.
/] £t A0l GC2NXNIGGAY3IE G2 F2NXIEG GKS RAAlD® / tAO0] GabSEGE

4.7 Record Settings
Record SettingsTwo record modes are available: auto and manual.

Auto Mode: Select one auto mode in the interface agshy 0SSt 26 | yR (KSy Ot A0] abSE(
/ £ A01 a&! R@Hefind @¢osd made. &St ¥F



EZ Setup

EZ Network >  Other Network Settings > Add Camera > Disk Settings > EZ Record >

Mode Auto

Motion Record

Sensor Record

Motion Record +Sensor Record

Continuous Record+Motion Record

Continuous Record +Sensor Record

Continuous Record+Motion Record+Sensor Record

Advanced

Previous Next Cancel
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EZ Record >

o8b6m <None>

Figure4-5

4.8 QRCode for Remote Appiewing

QRCode. Enable the NAT function in the interface or set it in the network configuration after exiting the wizard
(please refer tananualfor details). You can scan the @Bde througtthe Speco Blué\pp available for iOS and
Android to easily and seirely view your cameras.
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Add Device

QR Code Scanning =

©
\

4.9 Web Browser Access

Click Start Settingg Networké NAT to go to theniterface for NAT configuration ankcS O1 a9y | 6t Sé¢ & / f
save the settingand make note of the QR code number under the QR cdidelnternetExplorer go to
connect.specotech.cloud, input the QR code number, your username and password to login.

EE

T ) e ni a
B QR code number

1 Enter Your Username

Speco Te C h Nno | Og |eS E Enter Your Password

Giving You More.
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4.10 Playback

Click Stait Playback to go to the playback interface as shown below (click on the tool bar at the bottom of the live
previewinterface to set the default playback time).

hy LIySt 2y GKS NRIKG gAff aKz2g &2dzQNBE (GKS OKFyySt vy

across them represents the playback time being viewed. You can move this bar aroundorf,chegtgight a section of
the desired recording, click export and follow the promp¥ou can export single or multiple channels at the same time.

No Data

= O0 6B o

x

Figure4-6
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5. EZ search

EZ SearciQuicklysearch an instance using video thumbnails

1

Click Staft Search and ExpdrtEZ search. There are two view modes: by time and by camera. In the time
view mode, a maximum of 64 camera thumbnails can be showed.

{StSO0 2yS OFYSNY Ay GKS AYyGSNFIFOS FyR GKSy Of A
Click the image box to play the record in the small pdajdbox on the left side of the interface (the box

which has image inside indicates that the record data exist).

Refer to the picture below. Drag the color blocks on the time scale to select the record data and then click
G.FO1dzL¥ odzi G2Y2NR LR IO\ ddIE (I W3 yRRS | & aK2gy o0Sf 2,
F2NXYIFG FYR LI GK FYR GKSy Ot A01 G. | O1dzLd odziG2y

Figure5-1

For detailed operation information, please refer to thézd S N &. Y I y dz €
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